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Vision Instrument Manager  [Window] - [Manual Window]

Stage Home
X-ray Gun Anode Al Mg
X-ray Gun ON
X-ray ( 0 mA, 2 kV)
4 5% 106 Pa
6,8, 10 10 kV

Emission 5, 10, 15, 20 mA
20 mA  5x 106Pa
10 kV Emission 20mA 10
Anode Al Mg
X ray-gun off



Ion Gun

Accel HT

Hpumpﬂ

Hpumpll

2.0kV

10

10 mm

10

5x 104 Pa

, Emission

20 mA

Ar

1 Pa"

"pumpﬂ



Instrument Manual Control Home Position

PC SW START/STOP
Stage Sample

Instrument Manual Control Etching Position EtchingPosition




C>Data>

Dataset( )

Dataset Name

dset



Acquisition( )

Analysis
Etching - Analysis

Accel HT Emission

~ *Max X ray Power
Emission 20mA
Accel HT 10kV

Vision Instrument Manager [Window] - [Real-Time Display]

File >Save run Cirun spec

File >Load run

scan - "Stop run" - "resume"



State Change

=S

~  Sample change

A -

Delay Time
Pre-Etch Delay 15sec

_‘ | = ] Post-Etch Delay 60sec

| Start Etch Time Etch Cycles

Loop back



Instrument Manual Control Etching Position

Instrument Manual Control Home Position
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Data Processing

Vision Processing
Open Dataset for Processing

Option Elements List

F

P




Data Processing

Ag 3d:2(2014_11_18)
XPS Spectrum Resolution:Low
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372 368
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Ag

PC OFF
OFF
OFF
R.P. OFF Main OFF

PC OFF
OFF
R.P. OFF Main OFF

Keep
Load

Mains OFF



